
CSS Single tank boiler

ELECTRICAL 120V

WATER CAPACITY 3.5 cups – 0.8L

OPERATING PRESSURE 50 PSI – 3.5 bar

WATTAGE 1800W

IRON 1.7 lb – 0.7 kg

POWER CONSUMPTION 15 amps (120V)

TANK CONSTRUCTION Stainless Steel 18/10

CORD LENGTH 67” – 1.7 m

STEAM HOSE 67” – 1.7 m

NET WEIGHT 7.25 lb – 3.3 kg (with iron)

SHIPPING WEIGHT 8.8 lb – 4 kg

PRODUCT DIMENSIONS 12” x 8” x 10.5”

SHIPPING DIMENSIONS 15” x 10” x 11”

ELECTRICAL APPROVAL cETLus

WARRANTY Limited 1 year, Lifetime Tank

LIGHTWEIGHT + POWERFUL

Say goodbye to ironing fatigue! We’ve combined the latest 

advancements in iron technology (with the lightest iron ever 

made) with power of a 3.5 bar steam boiler.

MORE IRONING, LESS WHINING!

Why not let the steam pressure do all the work? With the world’s 

lightest iron, you can iron effortlessly while getting outstanding 

professional results.

FEATURES

• Lifetime boiler tank warranty

• 7-8 minute heat up time

• 3.5 cup water capacity

• 50 PSI operating pressure

• Lightweight 1.85 lb. iron

• Locking mechanism for continuous steam

• Steam-ready light

• Soleplate-ready light
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