
ELECTRICAL 120V

WATER CAPACITY 4.2 cups – 1L

OPERATING PRESSURE 50 PSI – 3.5 bar

BOILER AND IRON ELEMENTS 1000W / 750W

IRON STEAM HOSE LENGTH 60” – 1.5 m

ELECTRICAL CORD LENGTH 67” – 1.7 m

POWER CONSUMPTION 15 amps

HEAT UP TIME 3.5 minutes

BOILER TANK CONSTRUCTION Aluminum

NET WEIGHT 12.1 lb – 5.15 kg (with iron)

SHIPPING WEIGHT 14 lb – 6.4 kg

PRODUCT DIMENSIONS 15” x 8.6” x 14.6”

SHIPPING DIMENSIONS 17” x 10” x 15”

COUNTRY OF ORIGIN China

ELECTRICAL APPROVAL cULus

WARRANTY Limited 1 year, Lifetime Tank

DOUBLE DUTY IRON + IRON STATION

The new Senza 200DS iron station is the first two-in-one 

solution for busy households. For light duty use, the Senza’s iron 

detaches from the station allowing it to be used independently. 

For larger ironing tasks, hooked up to the iron station it provides 

unlimited ironing capacity with its auto refill system.

PRESS A LITTLE OR A LOT!

Everyone has experienced the last minute dash to iron that 

favorite shirt or blouse for Monday’s important meeting. Using 

the iron on its own, it heats up in less time than it takes to boil a 

cup of water. On laundry day hooked up to the auto refill boiler 

it’s ready to tackle the largest ironing tasks.

FEATURES

· Continuous steam system

· 3.5 minute steam station / 2 minute traditional iron heat up

· 1L steam station water tank

· 250 ml traditional iron water tank

· Easy-click conversion plugs

· Steam ready light

· Soleplate ready light

· 2.7lb. iron

SENZA 200DS
DUAL PERFORMANCE HOME STEAM IRONING STATION PRODUCT SPECIFICATIONS


